SIZE TYPE LOCATION L.D. S-BAND S-BAND X-BAND X-BAND K-BAND K-BAND RCVR.
(meters) (Station) UP DOWN UP DOWN UP DOWN TYPE
26 E.O.! Goldstone DSS-16 2025-2120° 2200-2300 - 8400-85008 - - MFR
26 E.O.! Canberra DSS-46 2025-2120° 2200-2300 - 8400-85008 - - MFR
26 E.O.! Madrid DSS-66 2025-2120° 2200-2300 - - - - MFR
34 BWG1 3 Goldstone DSS-24 2025-2120" 2200-2300 7145-7190° 8400-8500 - - DTT
7190-7235%¢
34 BWG1"? Canberra DSS-34 2025-2120" 2200-2300 7145-7190° 8400-8500 - 31800-32300° DTT
7190-7235%¢
34 BWG1"? Madrid DSS-54 2025-2120" 2200-2300 7145-7190° 8400-8500 - 08/01/07>7 DTT
7190-7235%¢
34 BWG2?3 Goldstone DSS-25 - - 7145-7190° 8400-8500 34200-34700* 31800-32300 DTT
7190-7235%6
34 BWG2°3 Goldstone DSS-26 - - 7145-7190° 8400-8500 - 31800-323007 DTT
7190-7235%6
34 BWG2? Madrid DSS-55 - - 7145-7190° 8400-8500 - 31800-323007 DTT
7190-7235%¢
34 HEF?® Goldstone DSS-15 - 2200-2300 7145-7190° 8400-8500 - - DTT
34 HEF? Canberra DSS-45 - 2200-2300 7145-7190° 8400-8500 - - DTT
34 HEF? Madrid DSS-65 - 2200-2300 7145-7190° 8400-8500 - - DTT
34 HSB'! Goldstone DSS-27 2025-2120%° 2200-2300 - - - - DTT/MFR
70 D.S.3 Goldstone DSS-14 2110-2120!-12 2270-2300 7145-7190° 8400-8500 - - DTT
2090-2094"
70 D.S.3 Canberra DSS-43 2110-2120'"12 2270-2300 7145-7190° 8400-8500 - - DTT
2090-2094'3
70 D.S.3 Madrid DSS-63 2110-2120'"12 2270-2300 7145-7190° 8400-8500 - - DTT
2090-2094"3
Credit: E. Luers
NOTES:
1. These stations used for Earth Orbiting (Category A) missions. 11. Transmit power range: 500 W to 20 KW
2. Not Committed 12. Transmit power range: 5 KW to 400 KW (VGR only)
3. These stations used for Deep Space (Category B) missions. 13. Transmit power range: 5 KW to 150 KW (WMAP only)
4. Transmit power range: 50 to 800 W
5. Planned Installation Date.
6. Near-Earth Spectrum
7. 31800-32300 MHz
8. Acquisition Aid
9. Transmit power range: 200 W to 20 KW
10. Transmit power range: 50 W to 200 W
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